
Commercial Lighting Company    |    Product Sheets                                August 2011   

COMMERCIAL LIGHTING COMPANY 
Manufacturing & Assembly   |   Fluorescent Lighting Fixtures & Retrofit Kits 

 
4930 Leary Avenue NW    |    Seattle, WA  98107 

800-992-5483 toll free  |  206-682-6385 office  |  206-624-6163 fax 
 

www.commerciallightingcompany.com 

  Closed High Bay Fixture 

 Applications:  Perfect choice for Warehouses, Manufacturing Plants, Distribution Centers; venues with narrow 

applications with 15ft to 40ft mounting height.  Reflector is hinged for easy maintenance. 

General Information: 
Closed High Bay (CHB) Reflector Strip Fixtures are     
designed so that light is controlled providing a    
narrow distribution pattern. The reflector design 

maximizes down light providing the greatest light 
levels directly below the fixture. Replaces 250-400 
watt HID’s. 
 
Closed High Bay Fixture available in  4-Lamps, Wide 
High Bay Fixtures available up to 6-Lamps. 
Ideal for narrow aisles and aisles with tall racking. 

For aisle applications; turn the fixture parallel to the 
aisle to maximizes the light hitting the floor, while 
minimizing light loss to the racking. 

 
 Advantages over Metal Halide 
 • Higher efficiency/energy savings 

 • Increase light levels and reduce wattage 
 • Instant on and re-strike 
 • Dimmable Switching 
 • Longer lamp life 
 • Higher lumen maintenance 
 • Higher color rendering index 

Electrical: 

 Prewired CEE listed NMEA premium high pow-

ered ballast included 

 UL and CUL approved  

 Quick disconnect ballast connection 

 Universal voltage: 120-277v 

 
 

Features: 

 Surface, chain or gripple pendant mount options 

 Fixture body and ends constructed from 22 gauge 

steel; body reinforced for rigidity. 

 Painted with high temperature baked white enamel. 

 Designed for slide on wrap lens 

 Door frame with latches 

 Computer designed UL reflector 

 Twist-lock lamp holders 

 CHB-Narrow Strip Fixture Dimensions:   14”x 3.875” 

 CHB-Wide Strip Fixture Dimensions:  19.875”x 3.875” 

 

Benefits: 

 Maximizes down light and provides the greatest light 

levels directly below the fixture. 

 Tool free maintenance access  

 Designed for heat dissipation 

 25 year warranty on reflector 

 
Add-ons: 

 Emergency ballast options 

 NMEA cord and plug options 

 Wireguard 
 

 

Closed High Bay Narrow 4-Lamp Fixture shown 
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  Closed High Bay (Narrow) Fixture 

CHB Strip Fixture Ordering Guide 

CHB Lamps Wattage Lamp  
Type 

Fixture 
Length 

Pre 
wired 

Lens Voltage Reflector* Ballast Wireguard 

Closed High 
Bay 

Fixture 
CHB 

4=4-Lamp 
 

32 
54 

T8 
T5HO 

48  = 4ft 
96T = 8ft  
tandem 

PR  CL = Clear 
PL = Poly-
carbonate 

U=  
Universal 

EA  = 95% 
WA = 91% 

 

H = High 
HLO = 

High Light 
Output 

WG 

Closed High Bay - Narrow 4-Lamp Fixture 

*Reflector Material Type 

 
     EA  = 95% Enhanced Aluminum 
     WA = 91% White Aluminum  
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  Closed High Bay (Wide) Fixture 

CHB Strip Fixture Ordering Guide 

Closed High Bay - Wide 6-Lamp Fixture 

*Reflector Material Type 

 
     EA  = 95% Enhanced Aluminum 
     WA = 91% White Aluminum  
      

CHB Lamps Wattage Lamp  
Type 

Fixture 
Length 

Pre 
wired 

Lens Voltage Reflector* Ballast Wireguard 

Closed High 
Bay 

Fixture 
CHB 

6 = 6-Lamp 32 
54 

T8 
T5HO 

48  = 4ft 
96T = 8ft  
tandem 

PR  CL = Clear 
PL = Poly-
carbonate 

U=  
Universal 

EA  = 95% 
WA = 91% 

 

H = High 
HLO = 

High Light 
Output 

WG 
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  Closed High Bay Fixture 

Input Wattage / Lumens 

Fixture Configuration System Wattage Lumens 

4-Lamp, 32 Wattage 144 13,800 

6-Lamp, 32 Wattage 228 21,240 

4-Lamp, 54 Wattage 236 20,000 

6-Lamp, 54 Wattage 354 30,000 

         Plane 

Spacing Criteria 

0-Deg   90-Deg 

1.3       1.3 

Efficiency 

Report Number 

91.5% 

LTL13595 

Plane 

Spacing Criteria 

0-Deg   90-Deg 

1.3       1.3 

Efficiency 

Report Number 

91.5% 

LTL13596 

Closed HB–Narrow Fixtures 

Closed HB–Wide Fixtures 


